
CO GAS SENSOR  
CALIBRATION & 
TESTING PACK.

BASIC KIT INCLUDES  : 

• 100ppm CALIBRATED & CERTIFIED TEST CO GAS
• REGULATOR SIZED FOR REQUIRED FLOW RATE MINIMISING WASTE
• LONG TEST TUBING AND ATTACHMENT HEAD TO SUIT HEVAC &

GENERAL INDUSTRY STANDARD CELL SIZE.
• GENERIC TESTING & CALIBRATING INSTRUCTION SHEET.
• SHOULDER BAG (CAN CARRY UPTO 3 BOTTLES & TOOL POUCH).

TO HELP THE SERVICE INDUSTRY WE'VE PUT TOGETHER THIS CO GAS 
SENSOR TESTING  KIT WITH MANY OPTIONS TO AID IN SERVICE, TESTING 
& CALIBRATING OF CO & NO2 SENSORS IN TYPICAL ENCLOSED CARPARK 
INSTALLATIONS AS REQUIRED BY AS1668.2 & IN CONJUNCTION WITH CO 
SENSOR MANUFACTURER RECOMMENDATIONS - TYPICALLY 12 MONTH 
INTERVALS. CO GAS BOTTLE SUFFICIENT UNDER NORMAL TESTING 
PROCEDURES FOR 100~200 SENSOR CALIBRATIONS.

100% Australian Owned Company 
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KIT INCLUDES  :

1 x 100ppm CO CALIBRATED GAS (2 YEAR SHELF LIFE)
1 x 0.25 L/M REGULATOR WITH SHUTOFF TAP.
1 x 100cm CONNECTION TUBING c/w ATTACHMENT HEAD
1 x SHOULDER CARRY BAG
1 x HEVAC & GENERIC CO TEST & CALIBRATION INSTRUCTIONS

OPTIONAL OTHER PARTS :

0ppm CO (air) AIR GAS BOTTLE
10ppm NO2 GAS BOTTLE (6 MONTH SHELF LIFE)
DWYER ELECTRONIC CO SENSOR CALIBRATING TOOL
BASIC DIGITAL VOLT METER
SHEET OF ADHEASIVE TESTED STICKERS (to display tested by & next 
test due date sticker to be placed on sensor after testing).
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